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PIPE CULVERT - SINGLE LINE

 

 

 

 

  

 

 

 

PIPE CULVERT - TWO LINES

SYMBOLOGY FOR DESIGN FEATURES

DIRECTION OF TRAFFIC

DIKE, DOWNDRAIN AND OVERSIDE DRAIN

CURB WITH GUTTER

OF CURB)

CATCH LINE FOR CUT AND FILL SLOPES

WALL ON RETAINING WALL

SOLID TRAFFIC LINE

BROKEN TRAFFIC LINE

NO SCALE

HMA DIKE

DRAIN

HMA OVERSIDE
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6-30-17

FG

CURB RAMP

"Z" LINE

USE THE ACTUAL LINE DESIGNATION

RIGHT OF WAY LINE

(NO LEADER LINE OR ARROWHEAD IS NEEDED)
(POSITION LABEL OUTSIDE OF CALTRANS R/W)

NEW GUARDRAIL

4

LEGEND

LINES AND SYMBOLS

A10A

STRIPING AND SIGNING

FINISHED GRADE LINE (USE SOLID LINE)

(USED FOR PROFILES AND TYPICAL SECTIONS)

(MAY BE USED ON DETAIL SHEETS)

(36" OR LESS IN DIAMETER)

(PLUS - OTHER DRAINAGE FEATURES)

(GREATER THAN 36" TO 6’ IN DIAMETER

PLUS - OTHER DRAINAGE FEATURES)

(OVER 6’ IN DIAMETER, DRAW TO SCALE)

(CURB-LIP, FLOW LINE, TOP-BACK

EXISTING WALL 

WORK IS TO BE PERFORMED ON

EXISTING WALL - USE ONLY WHEN

(DO NOT DROP OUT)EXISTING RAILING 

WHEN WORK IS TO BE PERFORMED ON

EXISTING GUARDRAIL - USE ONLY

ON EXISTING BARRIER

ONLY WHEN WORK IS TO BE PERFORMED

EXISTING CONCRETE BARRIER - USE

(DO NOT DROP OUT)

(DO NOT DROP OUT)

(ARROWS ARE TO BE HOLLOW)

9-22-15

PAVEMENT MARKING ARROWS

(ARROWS ARE TO BE HATCHED)

EXISTING ROADSIDE SIGN - ONE POST, TWO POSTS (EMBEDDED)

SYMBOL FOR ROADSIDE SIGN NUMBER

SYMBOL FOR TRAFFIC LINE DETAIL

SYMBOL FOR DELINEATOR OR OBJECT MARKER

SYMBOL FOR OVERHEAD SIGN NUMBERING

OVERHEAD SIGN - ONE POST

OVERHEAD SIGN - TWO POST

ROADSIDE SIGN - ONE POST, TWO POSTS (EMBEDDED)

ROADSIDE SIGN - ATTACHED TO ELECTROLIER, SIGNAL STANDARD,

SIGN STRUCTURE POST OR BARRIER

BEGIN OR END OF TRAFFIC STRIPE

TRANSITION FROM ONE TRAFFIC STRIPE TO ANOTHER

October 30, 2015


